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1. SEE SHEETS SI.1 AND S1.2 FOR STRUCTURAL NOTES AND SHEETS S2.1, 11, 1T IS THE CONTRACTOR'S RESPONSIBILITY TO COORDINATE BETWEEN THE TAKOMA PARK, MD
S2.2, AND S2.3 FOR TYPICAL DETAILS. THE TYPICAL DETAILS ON SHEETS ARCHITECTURAL AND STRUCTURAL DRAWINGS. IT IS NOT INTENDED THAT THE
S2.1, S2.2, AND S2.3 APPLY WHEREVER THE CONDITION EXISTS UNLESS STRUCTURAL DRAWINGS BE USED INDEPENDENTLY OF THE ARCHITECTURAL FOOTING SCHEDULE ALLOWABLE SOIL BEARING - 2000 PSR COLUMN SCHEDULE LOCATION
DETAILED OTHERWISE. DRAWINGS. ANY DISCREPANCIES, INCLUDING DIMENSIONS, SHALL BE BROUGHT \_ J
TO THE ATTENTION OF THE ARCHITECT BEFORE PROCEEDING WITH THE WORK. MARK | 8IZE (5@ UNOU DEPTH (IN.) BOTTOM REINF. COLUMN &i7E BASE SEMARKS
2. PROVIDE A NEW 5" CONCRETE SLAB ON GRADE WITH WWF PER THE STRUCTURAL (EW.-UN.O.) MARK PLATE (BxNxT) Proiect:
NOTES ON S—1.1. SEE THE PLAN FOR THE TOP OF SLAB ELEVATION. THE TOP 12. 8" CMU WALL REINFORCED WITH 1—#4 @ 48" 0.C. FULL HEIGHT OF WALL GROUT — " — roject
OF SLAB ELEVATION INDICATED ON THE PLAN THUS: __X'-X ‘ REINFORCED CELLS SOLID FULL HEIGHT. F3.0 3-0'%3' -0 2" 3.4, Cl HESEXEX, 12"x12"] 4-3/4" ¢ ABS CITY OF TAKOMA PARK
ELEVATION 0'—0" CORRESPONDS TO AN ACTUAL ELEVATION OF 243.90° > Y W N, il
13.  DEMOLISH EXISTING LOAD—BEARING MASONRY WALL. SHORE WALL AND ROOF F4 2 4'-@"'x4'-Q" 12" 4-% C2 Ho%oxox %" 12"x12"x1" 4-3/4" ¢ ABS — :_w—L—e ﬁ e—w—»v —‘ kﬁ:‘.——;: a
3. C.J. INDICATES A CONTROL JOINT IN THE GRADE SLAB. SEE DETAILS 12/S2.1 STRUCTURE AS REQUIRED UNTIL INSTALLATION OF NEW SUPPORT FRAMING IS
AND 13/52.1. COMPLETE PATCH SLAB AS REQUIRED. SEE 16/S2.1 E5 0 5-0'%5' -0 YL 5.4 C3 He%6 £25%x0 432 12'%12"x1" 4-3/4" ¢ ABS - ~
4. SEE THE PLAN FOR TOP OF WALL FOOTING AND COLUMN FOOTING ELEVATIONS. 14, TRENCH FOR UNDERGROUND UTILITIES AS REQUIRED PER MECHANICAL,
T0P OF INTERIOR COLUMN FOOTINGS SHALL BE 8" BELOW FINISHED FLOOR ELECTRICAL, AND PLUMBING DRAWINGS. COORDINATE EXTENT OF SLAB REMOVAL —.JAvcz—v >‘—.—=2
ELEVATION UNLESS NOTED OTHERWISE. WITH MECHANICAL, ELECTRICAL AND PLUMBING DRAWINGS. PATCH SLAB ON
GRADE PER DETAIL 19/52.1 —v—L>2
5. BOTTOM OF ALL EXTERIOR FOOTINGS SHALL BE A MINIMUM OF 2'—6" BELOW
FINISHED EXTERIOR GRADE ELEVATIONS UNLESS NOTED OTHERWISE. COORDINATE 15 SAW-CUT AND REMOVE EXIST. SLAB ON GRADE AS REQUIRED FOR NEW WORK.
ELEVATIONS WITH THE APPROVED SITE PLAN. THE TOP OF FOOTING ELEVATIONS PATCH SLAB ON GRADE AS REQUIRED TO MATCH EXISTING SEE 18/S2.1
ARE INDICATED ON PLAN THUS: X'-X" REFERENCED FROM ELEVATION 0'-0Q”. )
S 16.  EXISTING CONCRETE SLAB ON GRADE (THICKNESS UNKNOWN ASSUME 57). PIER SCHEDULE
6. THE TOP OF PIER ELEVATION SHALL BE A MINIMUM OF 8" BELOW THE TOP OF mvm%_ﬂ_wzmw_w@zo ommwwmonm ommmwocm_mww mmmmmc_mm\omwwm NEW WORK. PATCH \_ Y,
FLOOR SLAB OR THE TOP OF EXTERIOR GRADE ELEVATION UNLESS NOTED : 1.
OTHERWISE. MARK SIZE VERT. REINF. TIES REMARKS Sraw B v m w
17.  DEMOLISH EXISTING COLUMN AND ROOF STRUCTURE AND INSTALL NEW COLUMN
_# # '
7. SEE THE TYPICAL WALL FOOTING AT UTIITIES DETAILS 5, 6, 7, AND 8 ON AND PIER ON EXISTING FOOTING. SEE 9/Sé.1 Pl lexie 4-*¢ 29l0" OC. SEE DETAIL 1/62.2 SGL
SHEET S2.1. STEP ALL WALL FOOTINGS AS INDICATED OR REQUIRED BELOW
5 6x20 - #3010' OC. ) -
UNDERGROUND UTILITIES PER DETAILS 3 AND 7/S2.1. THE CONTRACTOR SHALL 18.  PROVIDE A NEW 5/%”+ CONCRETE SLAB WITH WWF OVER THE EXISTING SLAB ON 2 X 4-*6 300" OC SEE DETAIL 3/54/ Project No. Date
VERIFY THE INVERT ELEVATIONS OF ALL UTILITIES WITH THE TOP OF FOOTING GRADE. SEE THE PLAN FOR THE TOP OF SLAB ELEVATION. s 810" 09028.00 02—17-10
ELEVATIONS SHOWN. COORDINATE ALL UTILITY LOCATIONS WITH SITE, PLUMBING, =2 exle 4-*8 201" OC. SEE DETAIL 4/54.
FLECTRICAL, AND MECHANICAL DRAWINGS. THE SYMBOL —————————— 19.  STEP FOOTING AS REQUIRED TO MATCH BEARING ELEVATION OF EXISTING y 810! : —
INDICATES A UTILITY CROSSING A WALL ON THE PLAN. UTILITIES ARE SHOWN ADJACENT FOOTING. SEE 4/S2.1 o4 24x20 o-% 210" oc. SEE DETAL 5/54] \__unmﬁmw__,osw_ 041;_8*6&3 L . h
ON THIS DRAWING AS AN EFFORT TO AID IN THE COORDINATION OF TRADES. IT o ‘duly Ticonsed professional nginoer under fhe lowe of the. State of Maryland,
IS NOT INTENDED TO BE A COMPLETE REPRESENTATION OF ALL UTILITIES. G.C. 20. DEMOLISH EXISTING FOUNDATION WALL AND WALL FOOTING AS REQUIRED FOR icense number mwwmom expiration date 5—22— 1] )
TO COORDINATE FOOTING STEPS WITH UTILITY CONTRACTOR AND CONCRETE NEW FOOTING INSTALLATION. SEE DETAILS 6/S2.3 AND 7/S2.3, AS APPLICABLE.
CONTRACTOR PRIOR TO FOQOTING POUR. - N N
21. UNDERPIN EXISTING FOOTING PER UNDERPINNING NOTES ON S1.1.
8. ALL COLUMNS, PIERS, AND COLUMN FOOTINGS SHALL BE CENTERED ON GRID
LINES UNLESS NOTED OTHERWISE ON PLAN DETAILS. 22. PROVIDE JAMB REINFORCING FULL HFEIGHT AT ALL MASONRY OPENINGS PER
4/52.2.
9. THE SYMBOLS C1, P1, AND F4.0 ON THE FOOTING REFER TO DESIGNATIONS IN / \ W
THE COLUMN, PIER AND FOOTING SCHEDULES LOCATED ON THIS SHEET. 93 EXISTING SLAB ON GRADE. \ A\W
°
10. REFER TO THE ARCHITECTURAL DRAWINGS FOR DIMENSIONS NOT SHOWN. 24, DEMOLISH EXISTING FOUNDATION WALL AND WALL FOOTING AS REQUIRED FOR
NEW FOOTING INSTALLATION. SEE DETAIL 8/S2.3. \ PN )
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